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CONSTRUCTION DETALS é
(A’) REMOVE EXISTING I2* WHITE CROSSWALK LINES AND
INSTALL 12* WHITE PERMANENT PREFORMED PAVEMENT MARKINGS FOR CROSSWALKS. SENERAL NOTES
REMOVE EXISTING 24° WHITE STOP LINE AND INSTALL 24" WHITE
PERMANENT PREFORMED PAVEMENT MARKINGS FOR STOP LINE. l. EXISTING WIRING NOT DETALED SHALL REMAIN UNLESS OTHERWISE NOTED.
, | b 38 Copon ¢ BeEa>, & ALL UNDERGROLND AND OVERHEAD UTILITIES SHONN ON THESE PLANS ARE
(D) INSTALL PEDESTRIAN SIGNAL, PUSH BUTTON AND SIGN ON EXISTNG STRAIN POLE. SHALL BE RESPONSIBLE FOR NOTIFYING ALL UTILITY COMPANES PRIOR T0
CONSTRUCTION SO THAT ALL UTILITIES MAY BE FIELD LOCATED. F THE
CED REMOVE EXISTING PUSH BUTTON AND SIGN, AND INSTALL NEW PUSH BUTTON AS SHOWN, CONNECT TO EXISTNG CABLE.  CONTRACTOR PERCENES THAT A CONFLICT BETWEEN THE UTILITIES AND
TRAFFIC SIGNAL EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL NOTFY
(F) USE EXSTNG HANDHOLE. THE PROJECT ENGINEER IMMEDIATELY.
(C) USE EXSTNG SPAN WRE T0 ROUTE CABLE. 3. REMOVE AND REPLACE BRICK PAVERS AS NECESSARY TO COMPLETE CONSTRUCTION.
IF BRICK PAVERS ARE DAMAGED BY THE CONTRACTOR, THEY SHALL BE
(H) USE EXISTING CONDUIT. REPLACED BY THE CONTRACTOR, TO THE SATISFACTION OF THE ENGINEER.
REMOVAL, REPLACEMENT AND PROVISION OF NEW PAVERS SHALL BE
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